A Spec sheet: Channel

Channel

UPE
Standard: EN 10365
Grade: S235JR

Name in the Iranian market: 1590

Width (mm) Height (mm) Web thickness Flange Root radius Nominal weight
(mm) thickness (mm) (mm) (kg/m)

UPE 80 50 80 4 7 10 7.9
UPE100 55 100 4.5 7.5 10 9.8
UPE120 60 120 5 8 12 121
UPE140 65 140 5 9 12 14.5
UPE160 70 160 5.5 9.5 12 17

UPE180 75 180 5.5 10.5 12 19.7
UPE 200 80 200 6 11 13 228

UPN

Standard: EN 10365
Grade: S235JR

Name in the Iranian market: 159U

Width (mm) Height (mm) Web Flange Rootradius  Toeradius Flange slope Nominal
thickness thickness (mm) (mm) (%) weight (kg/m)
(mm) (mm)

UPN 80 45 80 6 8 8 4 8 8.6
UPN 100 50 100 6 8.5 8.5 4.5 8 10.6
UPN 120 55 120 7 9 9 4.5 8 13.4
UPN 140 60 140 7 10 10 5 8 16

UPN 160 65 160 7.5 10.5 10.5 5.5 8 18.8
UPN 180 70 180 8 L 1 5.5 8 22

UPN 200 75 200 8.5 1.5 1.5 6 8 25.3

Nominal / theoretical weight — not the actual delivered weight or weighbridge settlement weight.

This document contains no prices. For prices and a supply proposal, send your purchase list at www.ahanassa.com/en/contact.

www.ahanassa.com - 031-35134 1/1



